
1 2 3 4 5 6

1 2 3 4 5 6

A

B

C

D

A

B

C

D

Date: 2023-04-10
KiCad E.D.A. eeschema 7.0.1

Rev:Size: A4
Id: 1/1

Title: FLASH Constant current led driver 30-40V 1000mA

File: constant-current-led-driver.kicad_sch
Sheet: /

R11 33C
E

1
15

uF
/4

50
V

GNDPWR

GNDPWR

C
1

0.
33

uF
/4

00
V

R1551

GNDPWR

D7
T1

C
7

GNDPWR

LF1

L2
2.7mH

GNDPWR
C

10

C
9

F2 1A L1

C
E

3
22

0u
F

/5
0V

+-

DB1
ABS10

GNDPWR

GND

D4

D2

R
12

33
0k

R
10

33
0k

D1

R
14

4k
7

S2
LED output

R1 5k1

C
O

M
P

C
S

D
R

A
IN

D
R

A
IN

F
B

G
N

D

N
C

V
C

C
1 2 3 4

568

U2

BP3777D

GNDPWR

C
12

D5 R
16

51
k

GNDGND

CY1 2n2/1400V

GND

D5

CY2 2n2/1400V

T1

GNDPWR GND

R
9

7k
5

C
8

R
7

68
0k

C
S

D
R

A
IN

D
R

A
IN

D
R

A
IN

D
R

A
IN

F
B

G
N

D

V
C

C

1 2 3 4
5678

U1

BP2636B

R
8

62
0k

R
S

1
1.

3

R
S

2
1.

3

GNDPWRGNDPWRGNDPWRGNDPWRGNDPWR

C
E

2
22

uF
/5

0V

R1356k

GNDPWR

R
S

4
1

GNDPWR

R
S

5
0.

47

GNDPWRGNDPWRGNDPWR

R
S

3
1

C
X

1
0.

22
uF

/2
75

V

GNDPWR

S1
220Vac

43
3V

dc
70

0m
V

ac

30
0V

dc
14

V
ac

50
V

dc
80

0m
V

ac

FLASH
Constant current LED driver
INPUT: 220-240V, 50HZ, 0.25A, PF>0.9
OUTPUT: 1000mA, 30-40V, no-load 50V max
þÿ�T�a�=�4�5�°�C�,þÿ�T�c�=�7�5�°�C
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